PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE INSTALLATION OF AN EXCLUSIVE PERMISSIVE LEFT TURN
PHASE FOR EAST BOUND MD 1330LD COURT ROAD

INTERSECTION OPERATION

THIS INTERSECTION WILL OPERATE IN A NEMA SIX PHASE OPERATION.

THERE WILL BE

AN EXCLUSIVE PERMISSIVE LEFT TURN PHASE FOR

MD 1330LD COURT ROAD LEFT TURN MOVEMENTS, ALONG WITH
THE MD 1330LD COURT ROAD THROUGH MOVEMENTS OPERATING

CONCURRENTLY.

THE MD 129 APPROACHES OPERATE AS A SIDE STREET SPLIT PHASE.

MD 1330LD COURT ROAD IS ASSUMED TO RUN IN AN EAST WEST DIRECTION.

A. EQUIPMENT TO BE FURNISHED BY STATE HIGHWAY ADMINISTRATION

ITEM NO.
9504

10.56 SF

DESCRIPTION
SHEET ALUMINUM SIGN: CONSISTING OF
R10-12 36"x42" LEFT TURN YILED ON GREEN

QUANTITY

B. EQUIPMENT TO BE FURNISHED ANDOR INSTALLED BY CONTRACTOR .

ITEM NO.

1001
8006
8011

8019
8048

8075
8081
8085

8087

8088

QUANTITY DESCRIPTION

1 EA MAINTENANCE OF TRAFFIC

2 EA CUT, CLAEN, AND CAP TRAFFIC SIGNAL STRUCTURE

7 EA F&12 INCH VEHICULAR TRAFFIC SIGNAL HEAD SECTION

3 EA F& 8 INCH VEHICULAR TRAFFIC SIGNAL HEAD SECTION

1EA REMOVE AND DISPOSE MATERIAL AND EQUIPMENT PER ASSIGNMENT

10.5 SF INSTALL OVERHEAD SIGN

130 LF FURNISH AND INSTALL ELECTRICAL CABLE - 2 CONDUCTOR (ALUMINUM SHIELDED)
150 LF FURNISH AND INSTALL ELECTRICAL CABLE - 7 CONDUCTOR (NO 14 AWG)

450 LF FURNISH AND INSTALL LOOP WIRE ENCASED IN FLEXIBLE TUBING (NO 14 AWG)
125 LF FURNISH AND INSTALL SAW CUT FOR SIGNAL (LOOP DETECTOR)

C. MATERIAL TO BE REMOVED AND RETURNED TO SHA

NONE
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A - EXISTING 7 CONDUCTOR ELECTRICAL CABLE NO.14 AWG.

WIRINING DIAGRAM

B - 7 CONDUCTOR ELECTRICAL. CABLE NO.14 AWG

C - 2 CONDUCTOR ALUMINUM SHIELDED CABLE NO.14 AWG

LW - LOOPWIRE NO.14 AWG
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